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P E R F O R M A N C E  V A L U E S

Cycle Slam Test EHD - 1,000,000 Meets or exceeds EHDWDMA-TM-7

Screw Withdrawal Door 
Face - Unblocked

EHD - 700 lbs Meets or exceeds EHDWDMA-TM-10

Hinge Load Resistance EHD - 550 lbs Meets or exceeds EHDWDMA-TM-8

Screw Withdrawal - 
Vertical Door Edge EHD - 550 lbs Meets or exceeds EHDWDMA-TM-10

Screw Withdrawal - Horizontal Door 
Edge (when hardware attached)

EHD - 300 lbs Meets or exceeds EHDWDMA-TM-10

Modulus of Rupture LD2 - 406 psi Meets or exceeds LD2ANSI-A208.1

Modulus of Elasticity LD2 - 72500 psi Meets or exceeds LD2ANSI-A208.1

Linear Expansion (max. avg. %) LD2 - 0.40 Meets or exceeds LD2ANSI-A208.1

Internal Bond LD2 - 20 psi Meets or exceeds LD2ANSI-A208.1

Screw Holding Face LD2 - 117 lbs Meets or exceeds LD2ANSI-A208.1

TEST NAME DUTY LEVEL 
Extra Heavy Duty (EHD), WDMA, & LD2 ANSI

DUTY LEVEL TEST RESULTSAUTHORITY & TEST CODE

CARB
approved

FSC Supplier
SCS-COC-001990
The mark of responsible forestry
®1996 Forest Stewardship Council A.C.

Patent Pending
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